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Custom Engineered
Composite Floor System 

Installation PrOCESS
1. �Set multi-story structural steel columns
2. ��Install Versa-Floor™ [HR] panelized sections
3. Install temporary shoring beams, if required
4. �Install Versa-Dek® at corridors and balconies
5. �Block out chaseways where openings are required 

6. Install welded wire fabric
7. �Install negative reinforcement, if required
8. Install spandrel beam system at perimeter
9. ���Pour normal or light weight concrete

Reinforced Spandrel Beam 
(See detail page 6)

Multi-Story Structural 
Steel Column

Seat Angle  
for Versa-Floor™ [HR] Panel

Deep-Dek® Composite

Floor Dek with Factory – 
Closed Ends

M/E/P Riser Block-Out

Negative Reinforcement
as Required

M/E/P Chaseway — Created by 
Versa-Floor™ [HR] Panels
(See detail page 6)

Versa-Floor™ [HR]  
Prefabricated Panel 

Versa-Floor™ [HR] Panel 
to Column Connection
(See detail page 6) 

Spandrel Beam Assembly

Versa-Dek® Composite at Corridors

M/E/P Riser Block-Out in Floors Below

Normal or Light Weight Concrete

Welded Wire Fabric
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Contact the  Versa-Floor™ [HR] Design Team for design and technical assistance.

info@versafloor.com
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